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condition limiting the width of the second slit is obviously that it be but a moderate fraction of the width of a band (A).
If it be desired to pass along the entire series of bands up to those of a high order by merely traversing the second slit in a direction perpendicular to that of the light, a very long mirror is necessary. But when the second slit is in the region of the bands of highest order (that is, near the external limit of the field illuminated by both pencils), only the more distant part of the mirror is really operative; and thus, even though the mirror be small, bands of high order may be observed, if the second slit be carried backwards, keeping it of course all the time in the narrow doubly-illuminated field. In one experiment the distance from the first slit to the (3-inch) reflector was 27 feet, while the second slit was situated behind at a further distance of 4 feet. The distance (6) between the first slit and its image in the reflector (measured at the window) was about 13 inches.
As regards the spectroscope it was found convenient to use an arrangement with detached parts. The slit and collimating lens were rigidly connected, and stood upon a long and rigid box, which carried also the mirror. The narrowness of the bands in which this slit is placed renders it imperative to avoid the slightest relative unsteadiness or vibration of these parts. The prisms, equivalent to about four of 60°, and the observing telescope were upon another stand at a little distance behind the box which supported the rest of the apparatus.
Under these conditions it was easy to observe bands in the spectrum whose width (from dark to dark) could be made as small as the interval between the -Z) lines; but for this purpose the first slit had to be rather narrow, and the direction of its length accurately adjusted, so as to give the greatest distinctness. Since the wave-lengths of the two D lines differ by about y^ part, spectral bands of this degree of closeness imply interference with a retardation of 1000 periods.
Much further than this it was not easy to go. When the bands were rather more than twice as close, the necessary narrowing of the slits began to entail a failing of the light, indicating that further progress would be attained with difficulty.
Indeed, the finiteness of the illumination behind the first slit imposes of necessity a somewhat sudden limit to the observable retardation. In this respect it is a matter of indifference at what angle the reflector be placed. If the angle be made small, so that the reflexion is very nearly grazing, the bands are upon a larger scale, and the width of the second slit may be increased, but in a proportional degree the width of the first slit must be reduced.
The relation of the width of the second slit to the angle of the mirror may be conveniently expressed in terms of the appearance presented to an
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